20060503.ba v03_n919.bam.20060503

>From ???@??? Wed May  3 21:36:37 2006 -0500
Date: Wed,  3 May 2006 21:35:56 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3919
Message-Id: <20060504023557.DF2FF1B7CDC@srvr1.theporch.com>

			    BOATANCHORS Digest 3919

Topics covered in this issue include:

  1) Re: BOATANCHORS digest 3918
	by DCrespy@aol.com
  2) Re: Mechanical Marvel
	by wb3fau@att.net
  3) RE: Mechanical Marvel
	by "Freeberg, Scott \(STP\)" <Scott.Freeberg@guidant.com>
  4) FS: Selected Pair of 12BY7's for Tektronix
	by Brian K Harris <brian.k.harris@philips.com>
  5) ADMINISTRIVIA: Buying and Selling Guidelines
	by listown@nanniandjack.com (Mail List Owner)
  6) Re: Mechanical Marvel
	by Stuw7fe@aol.com
  7) Help identify plate transformer
	by Richard Post <postr@ohiou.edu>
  8) Re: G-76 roll cage
	by "David  Thompson" <thompson@mindspring.com>
  9) 270G-3 Collins speaker f/s
	by Bob Kemp <bkemp@bobkemp.com>
 10) WTB tube test.
	by Meyer Gottesman <wrecktech@yahoo.com>
 11) Dayton Hamvention list
	by Bill Fuqua <WA4LAV@ARRL.net>
 12) WTB: Mil. tube tester.
	by Meyer Gottesman <wrecktech@yahoo.com>
 13) British R.1155 Loop Coax
	by "B. Smith" <smithab11@comcast.net>
 14) 4D32 Sources?
	by "Sandy W5TVW" <ebjr@i-55.com>
 15) Re: GB> 4D32 Sources?
	by john <johnmb@nc.rr.com>
 16) Re: 4D32 Sources?
	by Garey Barrell <k4oah@mindspring.com>
 17) Re: MCW transmissions
	by Jerry Proc <jerry7proc@yahoo.com>
 18) Re: MCW transmissions
	by "Sandy W5TVW" <ebjr@i-55.com>

----------------------------------------------------------------------
From: DCrespy@aol.com
Message-ID: <241.a4e5658.31873e81@aol.com>
Date: Mon, 1 May 2006 06:35:45 EDT
Subject: Re: BOATANCHORS digest 3918
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="-----------------------------1146479745"


-------------------------------1146479745
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

unsubscribe

-------------------------------1146479745
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

-------------------------------1146479745--

------------------------------
From: wb3fau@att.net
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Herbert M. Rosenthal" <herbrose@comcast.net>
Subject: Re: Mechanical Marvel
Date: Mon, 01 May 2006 15:31:22 +0000
Message-Id: <050120061531.2955.445629C9000DF95E00000B8B21604666489A0E00CC0D99@att.net>

How about syncronizing a DX-100 vfo  to rest of transmitter?  That was fun also.  Russ.

------------------------------
Content-class: urn:content-classes:message
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable
Subject: RE: Mechanical Marvel
Date: Mon, 1 May 2006 11:05:14 -0500
Message-ID: <159D9606C7F1304C8059DAEB6B2ED8BE0B3E82@STPEVS01.stp.guidant.com>
From: "Freeberg, Scott \(STP\)" <Scott.Freeberg@guidant.com>
To: Old Tube Radios <boatanchors@theporch.com>

And it worked so well they also used that exact mechanism in their =
Ranger and Valiant line as well.  I haven't looked under the hood of my =
Pacemaker but I'm sure its there too.=20

And yes, once you've got it adjusted, it works ok. I can't say that its =
the smoothest mechanism I've ever seen.  :) I keep mine greased up, =
along with that through hole bushing. =20

A mechanical marvel that I recently came across was the moveable coil =
box on the NC-101X.  You want a band? Lets move the entire coil box from =
one end of the receiver to the other hi hi hi :)))  It is an aluminum =
box with cover, that slides on a round rail across the rear of the =
chassis, and on a gear mounted to the front panel and bandswitching knob =
on the front. =20

There are 5 holes in the front panel to indicate the band you are on.  =
When the coil box is in the right band position, a painted white marker =
shows through the hole :)  Very simple. =20

Another marvel is that PW dial.

73, SCott WA9WFA

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Subject: FS: Selected Pair of 12BY7's for Tektronix
MIME-Version: 1.0
Message-ID: <OFC439203E.18B4CCD4-ON88257161.005E1569-86257161.005E6B99@philips.com>
From: Brian K Harris <brian.k.harris@philips.com>
Date: Mon, 1 May 2006 12:10:25 -0500
Content-Type: text/plain; charset="US-ASCII"

For Sale - new in the box selected pair of 12BY7's (Tektronix part number 
157-0053-00).  On the www, they are $20 each.  I'll take $15 for both of 
them and I'll pay for shipping within U.S.

Brian K. Harris, Account Manager, South Central Region

Philips Semiconductors
2140 Lake Park Boulevard, Suite 200
Richardson, Texas 75080 USA

Mobile: 214-763-5977 (preferred)
Office:   972 705-2484
Fax:       972-705-2450
Email:    brian.k.harris@philips.com

------------------------------
From: listown@nanniandjack.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: Buying and Selling Guidelines
Date: Mon, 1 May 2006 11:15:00 -0700 (PDT)
Message-Id: <20060501181500.7C35B16071@osr506.nanniandjack.com>

Gang-

This periodic posting is intended as a gentle nudge and suggestion
which should improve the quality of posts to the BoatAnchors list, and
maintain our excellent (and high) signal to noise ratio...

The list culture has developed to include "for sale" and "wanted"
posts.  Originally, all buying and selling traffic was focused on
finding parts to complete a restoration. As the list has evolved,
there has been an increase in buying and selling activity, which
may not be all bad.

There is, however, a real need to observe certain conventions, lest
this otherwise benign activity turn into a real disturbance to the
real purpose of the list: discussions of radio equipment using
vacuum tubes, including the life and times of the designers and
users of such gear.

Please observe these guidelines:

There is never a reason for an auction post or update on the
Boatanchors List... comments about gear at auction elsewhere are noise,
and those who would care already visit the auction sites,
and those who do not frequent the auctions do not want to hear
about it... simple policy -- keep this off the list!

1) LIMIT the frequency of for sale postings... once a month is a
   good starting point

2) DO NOT post endless "xxx is sold" to the entire list... you offered
   it for sale, and it is not considerate of list resources (which
   include the time and energy of the other list members) to burden
   the list with these senseless notices. Use direct email to those
   who responded, or, if you don't want to answer them personally,
   just don't use the list to advertise them for sale!

3) AVOID even the mere faint appearance that you are posting items
   for sale as a regular adjunct to your business dealings. This has
   become more of a problem lately with some long lists showing up
   regularly on the main list, or with dealers who appear to be using
   the list for their personal advertising advantage. Failure to
   observe these basics *will* result in banishment from the list --
   just don't do it!  When even a shadow of doubt creeps in, read the
   "Welcome" message again... it spells it out!

4) DO be considerate of those on the list in your for sale or wanted
   postings. Keep them short, infrequent, and ONLY include items
   specifically appropriate to the list -- NO solid state gear is
   obvious, but try to avoid pushing the envelope in any area.

5) LONG lists and estate offerings should be sent to me at:
   listown@nanniandjack.com
   so they may be uploaded to the archives for email, web, or ftp retrieval.

6) We now have a web page up. Go to:
http://www.theporch.com
   and follow the "ListProc Web Interface" Link to get registered
   and use the web interface, which allows searching of previous
   articles and the archived text files.

Thanks for your understanding and help in making the boatanchors list 
have the highest signal to noise on the InterNet.
--
73
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - -
 listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Mon May 1 11:15:00 PDT 2006

------------------------------
From: Stuw7fe@aol.com
Message-ID: <3ca.1d7aa35.3187aa51@aol.com>
Date: Mon, 1 May 2006 14:15:45 EDT
Subject: Re: Mechanical Marvel
To: Old Tube Radios <boatanchors@theporch.com>
CC: boatanchors@theporch.com
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

I'm partial to the mechanical marvel known as the Central Electronics 100V. 
The overall obvious military design influence aside (modular construction, 
intricate gearing, large bearings in the VFO drive, chain-driven devices, etc.), I 
find the mechanism for calibration of the VFO to be absolutely ingenious. 

For those who haven't seen it (after all, there were only 1500 made plus 
about 500 200V's), calibration/linearization is accomplished via a separate small 
variable inductor whose slug is moved using a lever/clevis arrangement. This 
lever terminates to a follower pin with a spherical-radiused tip which rides 
along a group of tiny adjusting screws which are mounted in a block with a 
tapped longitudinal thru-hole.  This block is mounted on the VFO main inductor's 
lead screw such that as the lead screw turns, the block moves freely along the 
screw, held parallel to it by a guide.  The lever arrangement therefore 
provides a new position for the small inductor slug as the follower pin contacts each 
successive adjusting screw tip. The screws are positioned along the block 
such that a correction occurs every 50 KC.

Access to the opposite ends of the adjusting screws is thru a hole in the top 
of the VFO housing.  As the VFO lead screw is turned, the screws successively 
appear for adjustment at each 50 KC point on the dial. A decent counter and 
more than average patience are required for the calibration process, but two 
trips from end to end brought my machine into excellent linearity.

By the way, I understand that Wes Schum, W9DYV, the founder of CE and now 85 
years old, is still active 160M from Tennessee, using his 200V and 600L and 
the only 100R receiver ever made.  I'm also told by John, NB4B, that Wes and Art 
Collins were good friends, and that Art once bought a 100V in "kit form" from 
Wes to study its innovative mechanical and electrical design by assembling it 
in the Collins lab.  I'll bet even A.C. was impressed!

73 de Stu W7FE

------------------------------
Mime-Version: 1.0
Message-Id: <p05210601c07c0cd2967c@[192.168.1.102]>
Date: Mon, 1 May 2006 15:29:27 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Richard Post <postr@ohiou.edu>
Subject: Help identify plate transformer
Content-Type: text/plain; charset="us-ascii" ; format="flowed"

I have a potted plate transformer that measures about 5X5 on the base 
(a bit more for the mounting flanges on two sides) and 6 inches tall. 
Six ceramic standoff connectors. Primary has a tap. Secondary has CT.

No load with 120 on full primary measures 1330 full secondary and 
1380 when feeding primary tap.

Looks to be the same size as that in Heathkit HX-10 Marauder.  Has 
small orange triangle with SC 0215 in it so I am assuming Signal 
Corps.  Small embossed logo says maker is Chicago Transformer.

Anyone know what equipment item it came out of?  Would like to have 
current handling specs, etc.

73,

Rich

http://www.qsl.net/kb8tad

------------------------------
Message-ID: <000101c66d55$cd3b6f70$1c679a04@yourxb2x7j77gn>
From: "David  Thompson" <thompson@mindspring.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: G-76 roll cage
Date: Mon, 1 May 2006 14:52:29 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

There is no serial number on either the G-76 Model 3338 or the AC Supply
Model 3349.  There is a Gonset tag with the model number on the rear but no
place for the Serial number.  Mt original book has the two previous owners
before Ed N4XY and says that revisions A and B have been made 3-3-60 and
9-20-60.  According my notes my model has all the revisions to both the
transceiver and the power supply.

I have not had the covers off lately so the serial number must be inside
somewhere.

The only problem I have is the S meter reads very low only hitting S9 on
loud 75 meter signals.  On 15 loud signals hit S3 and my 20 watt Cw rig only
hits S5 from across the room.

Dave K4JRB

----- Original Message ----- 
From: "Marty Reynolds' debris field" <polepeeg@aa4rm.ba-watch.org>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Saturday, April 29, 2006 10:42 AM
Subject: G-76 roll cage


> After reviving my s.n 10376, I realize it's perf enclosure
> was gone when it came aboard 10 yrs ago+.
>
> So.... the old expression comes to mind.  If wishes were
> horses, beggars would ride.
>
>    signed
>
>      an enclosure beggar standing in
>      of cake of horse$_!_
>
> PS.  G-76 s.n. 10200 is in near-neighborhood.  Cud owners  please
>      report?   Like K4JRB, W4UOC, AE4I, etc.  Bet few were sold.
>
>

------------------------------
Message-ID: <44569C8E.3030107@bobkemp.com>
Date: Mon, 01 May 2006 18:41:02 -0500
From: Bob Kemp <bkemp@bobkemp.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: 270G-3 Collins speaker f/s
Content-Type: text/plain; charset=us-ascii; format=flowed
Content-Transfer-Encoding: 7bit

Anyone want a nice 270G-3 with new flocked grill for $195 shipped.
Bob

------------------------------
Message-ID: <20060502025136.63983.qmail@web51005.mail.yahoo.com>
Date: Mon, 1 May 2006 19:51:36 -0700 (PDT)
From: Meyer Gottesman <wrecktech@yahoo.com>
Subject: WTB tube test.
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=iso-8859-1
Content-Transfer-Encoding: 8bit

Want to buy military surplus mutual conductance tube
tester. I-177, etc.

Must be in good working order. Cosmetics no issue.

Tel: (478)741-1710 in Macon, GA or email, please.

73,

Meyer Gottesman, W6GIV


__________________________________________________
Do You Yahoo!?
Tired of spam?  Yahoo! Mail has the best spam protection around 
http://mail.yahoo.com 

------------------------------
Message-Id: <5.1.1.5.2.20060503123703.044661c0@pop.uky.edu>
Date: Wed, 03 May 2006 12:39:15 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Bill Fuqua <WA4LAV@ARRL.net>
Subject: Dayton Hamvention list
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

It seems that there is a lot of selling activity a month or two before the 
Dayton Hamvention. I suspect that folks are trying to raise funds to get 
cool stuff there. I would like to get compile a list of contact information 
for hams going. If you are interested in getting on the list please send 
the following:
Name
Call sign
Email address, Web Page link
Cell phone Number
flea market location
Simplex frequency
List of items you are selling
List of items you are looking for
Interest etc.


Please send it in the above form to make it easy to cut and paste.

I will send the compiled list to those that participate or request it so 
that your phone numbers or any other personal information will not be 
publicly broadcasted.

I am doing this with for the Boat Anchor and AMPS list.

73
Bill wa4lav

------------------------------
Message-ID: <20060503171712.25950.qmail@web51014.mail.yahoo.com>
Date: Wed, 3 May 2006 10:17:12 -0700 (PDT)
From: Meyer Gottesman <wrecktech@yahoo.com>
Subject: WTB: Mil. tube tester.
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=iso-8859-1
Content-Transfer-Encoding: 8bit

WTB:

I am still trying to buy a nice mil. surplus mutual
conductance tube tester such as the TV7/U etc.

Should be in good working condition with roll chart
and manual. Cosmetics not important as long as it is
not smashed, dented, etc. Cracked meter glass is NOT
acceptable! 

Please call (478)741-1710 in Macon, GA or email.

73,

Meyer Gottesman, W6GIV


__________________________________________________
Do You Yahoo!?
Tired of spam?  Yahoo! Mail has the best spam protection around 
http://mail.yahoo.com 

------------------------------
Message-ID: <000501c66edc$a06f3160$2623c847@HAL1000>
From: "B. Smith" <smithab11@comcast.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: British R.1155 Loop Coax
Date: Wed, 3 May 2006 14:08:46 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=original
Content-Transfer-Encoding: 7bit

Does anyone have  got a clue as to what the specifications   were of British 
"Duradio No.20  cable"      which was used to connect a loop antenna via a 
matching unit to the R.1155 receiver. This was a balanced feed system and 
had two conductors and a shield.

breck k4che 

------------------------------
Message-ID: <001101c66ef2$64f5a900$ec9ecdd1@s0023531634>
From: "Sandy W5TVW" <ebjr@i-55.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <tube-swap@qth.net>, <tube-swap@mailman.qth.net>
Subject: 4D32 Sources?
Date: Wed, 3 May 2006 15:44:35 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Just looking for 4D32 (NOS) sources.  Shopping around for four new ones.

Anybody need any 803's?

------------------------------
Message-Id: <6.2.1.2.2.20060503165237.02429658@pop-server.nc.rr.com>
Date: Wed, 03 May 2006 16:52:46 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@nc.rr.com>
Subject: Re: GB> 4D32 Sources?
Cc: tube-swap@qth.net, tube-swap@mailman.qth.net
Mime-Version: 1.0
Content-Type: text/plain; charset=us-ascii; format=flowed

Not mine, but :

http://cgi.ebay.com/Three-4D32-Raytheon-Transmitter-Tubes-in-original-boxes_W0QQitemZ9720305864QQcategoryZ48710QQssPageNameZWDVWQQrdZ1QQcmdZViewItem



At 04:44 PM 5/3/2006, Sandy W5TVW wrote:
>Just looking for 4D32 (NOS) sources.  Shopping around for four new ones.
>
>Anybody need any 803's?
>
>
>************ The Glowbugs E-mail List Website is: ***************
>*********** http://www.mines.uidaho.edu/~glowbugs/ **************
>*** Send subscribe and unsubscribe requests to this address: ****
>************** majordomo@piobaire.mines.uidaho.edu **************
>
>
>--
>No virus found in this incoming message.
>Checked by AVG Free Edition.
>Version: 7.1.385 / Virus Database: 268.5.2/330 - Release Date: 5/3/2006



-- 
No virus found in this outgoing message.
Checked by AVG Free Edition.
Version: 7.1.385 / Virus Database: 268.5.2/330 - Release Date: 5/3/2006

------------------------------
Message-ID: <44591899.2090109@mindspring.com>
Date: Wed, 03 May 2006 16:54:49 -0400
From: Garey Barrell <k4oah@mindspring.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: 4D32 Sources?
Content-Type: text/plain; charset=ISO-8859-1; format=flowed
Content-Transfer-Encoding: 7bit

Sandy -

Strangely enough, Surplus Sales of Nebraska is competitive.

$18 each in Qty 3-12.

73, Garey - K4OAH
Atlanta

Drake B & C-Line Service CDs
<http://www.k4oah.com>



Sandy W5TVW wrote:
> Just looking for 4D32 (NOS) sources.  Shopping around for four new ones.
>
> Anybody need any 803's?
>
>
>   

------------------------------
Message-ID: <20060504020116.90389.qmail@web34601.mail.mud.yahoo.com>
Date: Wed, 3 May 2006 19:01:16 -0700 (PDT)
From: Jerry Proc <jerry7proc@yahoo.com>
Subject: Re: MCW transmissions
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=iso-8859-1
Content-Transfer-Encoding: 8bit

Hi Everyone,

To add to Sandy's answer, I quote from the text
Elecronic Communication (1959,1967)by Robert Shrader:

A main radiotelegraph transmitter aboard a
compulsorily equipped ship must be capable of 
(1) a minimum of 160 watts A1 (keyed carrier)
radio-frequency power output to the main antenna,
(2) a minimum of 200 watts of A2 (keyed modulated) RF
output to the main antenna, and 
(3) break-in operation.

The A2 emission required when transmitting an SOS on
500 kHz must be at least 70 percent, but not over 100
percent, modulated.

The frequency of the modulating tone must be between
450 and 1,250 Hz.

The transmitter must be capable of transmitting on at
least 4 frequencies in the MF band. Two of these must
be 500 kHz and 410 kHz (the direction finding
frequency) plus two working frequencies between these
two. 

A simplified schematic of the Mackay 2009A transmitter
(410 khz to 500 kHz, 250 Watt) shows that in MCW mode
the audio oscillator is unkeyed but the other three
stages (osc, buffer and RF amp)are keyed. 

On the other hand, LF beacon stations are constant
carrier and have the audio keyed in Morse. There are a
few stations I can still copy here in Southern
Ontario.

****

--- Sandy W5TVW <ebjr@i-55.com> wrote:

> The tone was on and the transmitter modulated
> carrier was keyed.
> With good modulation (high percentage) it really
> sounded nice with
> the BFO on.  Many years ago, I remember hearing some
> ships on HF
> using MCW as well.  It cuts thru the static better
> than pure CW I think.
> 73,
> Sandy W5TVW
> ----- Original Message ----- 
> From: "Tom Rauch" <w8ji@contesting.com>
> To: "Old Tube Radios" <boatanchors@theporch.com>
> Sent: Saturday, April 29, 2006 9:37 AM
> Subject: MCW transmissions
> 
> 
> | Were the old MCW transmissions on 500kHz made with
> steady 
> | carrier and only turning the tone off and on, or
> did they 
> | turn the carrier off and on with a constant tone
> during on 
> | periods?
> | 
> | Thanks,
> | 
> | Tom 
> | 
> | 
> | 
> | -- 
> | No virus found in this incoming message.
> | Checked by AVG Free Edition.
> | Version: 7.1.385 / Virus Database: 268.5.1/326 -
> Release Date: 4/27/2006
> | 
> | 
> 
> 


--
Regards,
Jerry Proc
E-mail: jerry7proc@yahoo.com

__________________________________________________
Do You Yahoo!?
Tired of spam?  Yahoo! Mail has the best spam protection around 
http://mail.yahoo.com 

------------------------------
Message-ID: <002e01c66f23$8e3033e0$dea1cdd1@s0023531634>
From: "Sandy W5TVW" <ebjr@i-55.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: MCW transmissions
Date: Wed, 3 May 2006 21:36:28 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

The "common" frequencies for MF transmitter were: 410, 425, 454, 468, 
480, 500 and 512 Mhz.  Some specials were 432 and 444.
Normally 410 was just used for DF bearings.  
i.e.: a ship would transmit here so another ship/coast station 
could get a bearing on him.

There might have been more "special" frequencies, but I don't recall now.
I don't know what was on LF (120-150 Khz or so).  Never heard any stations
there, it was used before my time in marine radio.  I do know 143 Khz was
the 'calling" channel though.

73,
Sandy W5TVW
 ----- Original Message ----- 
From: "Jerry Proc" <jerry7proc@yahoo.com>
To: <ebjr@i-55.com>; "Old Tube Radios" <boatanchors@theporch.com>
Sent: Wednesday, May 03, 2006 9:01 PM
Subject: Re: MCW transmissions


| Hi Everyone,
| 
| To add to Sandy's answer, I quote from the text
| Elecronic Communication (1959,1967)by Robert Shrader:
| 
| A main radiotelegraph transmitter aboard a
| compulsorily equipped ship must be capable of 
| (1) a minimum of 160 watts A1 (keyed carrier)
| radio-frequency power output to the main antenna,
| (2) a minimum of 200 watts of A2 (keyed modulated) RF
| output to the main antenna, and 
| (3) break-in operation.
| 
| The A2 emission required when transmitting an SOS on
| 500 kHz must be at least 70 percent, but not over 100
| percent, modulated.
| 
| The frequency of the modulating tone must be between
| 450 and 1,250 Hz.
| 
| The transmitter must be capable of transmitting on at
| least 4 frequencies in the MF band. Two of these must
| be 500 kHz and 410 kHz (the direction finding
| frequency) plus two working frequencies between these
| two. 
| 
| A simplified schematic of the Mackay 2009A transmitter
| (410 khz to 500 kHz, 250 Watt) shows that in MCW mode
| the audio oscillator is unkeyed but the other three
| stages (osc, buffer and RF amp)are keyed. 
| 
| On the other hand, LF beacon stations are constant
| carrier and have the audio keyed in Morse. There are a
| few stations I can still copy here in Southern
| Ontario.
| 
| ****
| 
| --- Sandy W5TVW <ebjr@i-55.com> wrote:
| 
| > The tone was on and the transmitter modulated
| > carrier was keyed.
| > With good modulation (high percentage) it really
| > sounded nice with
| > the BFO on.  Many years ago, I remember hearing some
| > ships on HF
| > using MCW as well.  It cuts thru the static better
| > than pure CW I think.
| > 73,
| > Sandy W5TVW
| > ----- Original Message ----- 
| > From: "Tom Rauch" <w8ji@contesting.com>
| > To: "Old Tube Radios" <boatanchors@theporch.com>
| > Sent: Saturday, April 29, 2006 9:37 AM
| > Subject: MCW transmissions
| > 
| > 
| > | Were the old MCW transmissions on 500kHz made with
| > steady 
| > | carrier and only turning the tone off and on, or
| > did they 
| > | turn the carrier off and on with a constant tone
| > during on 
| > | periods?
| > | 
| > | Thanks,
| > | 
| > | Tom 
| > | 
| > | 
| > | 
| > | -- 
| > | No virus found in this incoming message.
| > | Checked by AVG Free Edition.
| > | Version: 7.1.385 / Virus Database: 268.5.1/326 -
| > Release Date: 4/27/2006
| > | 
| > | 
| > 
| > 
| 
| 
| --
| Regards,
| Jerry Proc
| E-mail: jerry7proc@yahoo.com
| 
| __________________________________________________
| Do You Yahoo!?
| Tired of spam?  Yahoo! Mail has the best spam protection around 
| http://mail.yahoo.com 
| 
| 
| 
| -- 
| No virus found in this incoming message.
| Checked by AVG Free Edition.
| Version: 7.1.385 / Virus Database: 268.5.1/328 - Release Date: 5/1/2006
| 
| 
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